IMO 107 (49) Certified

:: H'ZO Oil Water Bilge Filter

BOSS 5T-107

Works Simply
and

Simply Works!

Features:

» 5 year IMO Certified Oil Content
Monitor with 18 month
data logging

» USCG, ABS, BV, MED certified

» Less than 15 PPM Qil
Discharge

» 5-micron solids removal
and QOil filtration

» Discharge rate: 5 gpm (1.1 m3hr)

» Stainless steel Centrifugal Pump

» 115-220v 1ph or 220-480v 3ph
50/60hz voltage range

» Designed for vessels up to 1600 -
4000GT

AdVa ntages . » Small Footprint

» Low Maintenance — few spare
parts

A Low Capital Cost

A Simple to Install > Adjustable flow rate — always
A Simple to Operate process target range for

increased efficiency
» Remote function available

A\ Low Maintenance
A\ small footprint
A\ Many Customized Options

The Truly SIMPLE solution for bilge
management
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BOSS 5T-107 OWS Specifications

Specifications

Dimensions

Dry Weight

Wet Operating Weight
Discharge Capacity
Installation

Sediment Filter —4.5” x 20”
Emulsion removal method
Operating Pressure

Design Pressure

Vertical Lift of Pump
Operating Temperature range

Power requirements

Service Breaker Size
Control Panel Rating
Control Valves
Process Pump

Piping & fittings / vessel
metallurgy

Connection sizes

BOSS 5T-107 OWS
31.5” x 47.25” x 59”
775 Ibs. (351.5 kg)
1200 lbs. (544.3 kg)
5gpm (1.1 m3hr)
Floor mount (optional pan)
5-micron sediment cartridge
Bulk Organoclay tank
15 mmHg to 55psi
60 psi
5 meters
5-50 deg C

110-240v 1ph, 220-480 3ph
50/60hz

15A
Nema 4X (IP68)
Electric Solenoid

Stainless steel centrifugal

Marine Grade Red Brass/ Carbon

steel vessel

Inlet —1” FNPT

Discharge — %” FNPT
Recycle — %5” FNPT

Oil waste out — %" FNPT
Make up water — 5" FNPT

Authorized Distributor and Service Center

SEPARATOR
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144 Intracoastal Drive

Houma, LA 70363

Office 985-346-0122
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